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Cable : ANT400, LMR400 & Equivalents
Pin and insulator arrangement
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g‘i Solder or Hex crimp 3.48mm
Cable Preparation Crimping Details
20 — o - Crimp Pin Hex 0.137” ( 3.48mm)
6.0
_ Crimp Tool Order Code:- 180456
ANT400, LMR400, Ecoflex 10
& Equivalents ]
All jacket types —
Cable Construction Specifications PART DESCRIPTION
LMR400 ANT400 AN o 1 | Shell/Body Brass, CuSnZn3 Plated
Inner Conductor ~ 2.74mm 2.74mm 2.85mm 2 | Insulator PTFE / Teflon
gietlectéic duct ;.ggmm ;.géglmm Kj./iSmm 3 | Pin Contact Brass, Gold Plated
. .39mm
Overall Braid . 813mm  813mm N/A 4 | Nut Brass, CuSnZn3 Plated
Jacket 10.29mm 10.30mm 10.20mm 5 | Neoprene White
DRAWN
BPG
B‘?me , N plug clamp for
Imensions: mm
Unit 14 }\/IVinteﬁbeck Ind. Est. Orston LaEne,) Bottesford, Date 08/03/2020 SIZE DWG NUMBER
Nottinghamshire NG13 0AU.  Tel. 0(44)1949 860400
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